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Disclaimer
· We spared no efforts to make sure that the information in this manual is correct and complete. However no liability is accepted for any errors or omissions. Gembird Electronics reserves the right to change the specifications of the hardware and software described in this manual without prior notice.

· No part of this manual may be reproduced, transmitted or translated in any language in any form, by any means, without the prior written permission of Gembird Electronics Ltd.

· Gembird Electronics makes no warranties for damages resulting from corrupted or lost data due to a mistaken operation or malfunction of the product, the software, personal computers or peripheral devices.
Gembird® is a registered trademark of Gembird Europe bv.
Other names or products not mentioned above may be registered trademarks or trademarks of their respective owners.

Copyright © 2008 Gembird Electronics Ltd. All rights reserved
Features


Ergonomic mouse pad with comfortable wrist rest 

3-port USB 2.0 hub 

Flash memory card reader 

Calculator with solar battery power supply 

Thermometer (Celsius or Fahrenheit) 

Accessories compartments
Specifications


Supports USB 2.0/1.1 interfaces 

Supports SDHC / SD / MMC, MS, SMC / XD memory cards 

Power supply from USB, solar battery for calculator, cell battery for thermometer 

Temperature formats: Celsius or Fahrenheit selectable by the button 

Net weight: 0.35 kg 

Dimensions: 322 x 211 x 27 mm

Introduction 

Thank you for choosing USB combo mouse pad. Please read carefully this User Manual before you start to use the USB combo mouse pad
Appearance and controls
The entire mouse is shown on the picture below:
[image: image7.emf]
[image: image2.jpg]DC INPUT




Installing the batteries for calculator
Open the battery cover and insert a new battery (as shown on the picture below).
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The thermometer is placed inside the shell.

During the measuring period:

If the temperature ≥70 С( (158F(), LCD will display “Hi” on the first decimal position.

If the temperature ≤-50 С( (-58 F(), LCD will display “Lo” on the first decimal position.

If the temperature is not shown on the LCD display – please use one tiny metal stick and press the “RESET” key (as shown on the picture above).
Thermometer battery  
Please take out the yellow sticker when use.

Notice

When LCD displays faintly – battery should be replaced.
MP-UC1 USB 


combo mouse pad with a built-in 3port hub
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